
Mains Voltage Saw
High power

7

The CC4 with its powerful 110 watt motor 
maintains rapid and efficient cutting on the 
thickest of body casts.

The knurled grip close to the saw blade 
provides the operator with excellent control 
and flexibility of movement. 

There is an optional clear  extraction hood
which ensures good visibility when cutting. 
The hood is fully rotatable to suit the most 
convenient cutting position. 

See  extractor on page 6 for full extractor 
specification.

14000 cpm

230 Vac or 120 Vac

1300 grams

70 dB(A)

333 mm

Oscillating speed

Voltage

Weight 

Sound level

Length

See page 8 and 9 for accessories and saw blade
options. 

Extraction hood
with 2 metre hose.
Part No. 78472. 

CC4 saw specification

CC4 saw        Ordering code

How to order CC4 system - with extraction

How to order CC4 system - less extraction

U.K. 230 V

1280004

Euro plug. 230 V

1270994

US plug. 120 V

1280554

AUS plug 230 V

1281444

CC4

System components

CC4 saw                Part No.

Hose kit                Part No.

Extractor                 Part No.

Complete system ordering code

U.K. 230 V

1273884

78472

1190

CC4A-230UK

Euro plug 230 V

1273884

78472

7020

CC4A-230EU

U.S. plug 120 V

1273994

78472

7140

CC4A-120US

AUS plug 230 V

1273884

78472

9490

CC4A-230AUS

System 
complete 
CC4A 

CastSaws.com             1-800-353-4676          Sales@CastSaws.com




